UNITED STATES COAST PILOT CORRECTIONS 12 feet MSL. Depth over sill at Bonneville is determined by

subtracting the sill elevation from the gauge reading. Vessels
Change No. 16 shall not enter the navigation lock unless the vessel draft is at
LAST NM 21/06east one foot less than the water depth over the sill. Informa-

tion concerning allowable draft for vessel passage through
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Page 118—Paragraph 1629; read:

(c) [Suspended]
(d) The draws of the Heron Street Bridge, mile 0.2, shall
open on signal if at least 48 hours notice is provided. Th
draw of the Wishkah Street Bridge, mile 0.4, shall open o
signal if at least one hour notice is provided. The openin

n

the locks may be obtained from the Lock Master. Minimum
lock chamber water level depth is 15 feet except at Ice Har-
or where it is 14 feet and at Bonneville where it is 19 feet.
hen the river flow at Lower Granite exceeds 330,000 cubic

gijeet per second the normal minimum 15-foot depth may be
ecreased to as little as eight feet.

signal for both bridges is one prolonged blast followed by (FR 5/1/06)

two short blasts.
(FR 4/28/06)

22/06

22/06
Page 205—Paragraph 3597; read:

() Waiting for lockage Vessels waiting for lockage shall
d wait in the clear outside of the lock approach channel, or
]contingent upon permission by the Lock Master, may at their
wn risk, lie inside the approach channel at a place specified
the Lock Master. At Bonneville, vessels may at their own
risk, lay-to at the downstream moorage facility on the north
Shore downstream from the north guide wall provided a 100-
goot—wide open channel is maintained.
(FR 5/1/06)

Page 203—Paragraph 3582; read:

(b) Lockage control The Lock Master shall be charge
with immediate control and management of the lock, and o
the area set aside as the lock area, including the loc
approach channels. Upstream and downstream approa
channels extend to the end of the wing or the guide wall
whichever is longer. At Bonneville lock the upstream ap-
proach channel extends to the mooring tie offs at Fort Rain
and the downstream approach channel extends to the down-
stream tip of Robins Island. The Lock Master shall demand
compliance with all laws, rules and regulations for the use of’2ge 206—Paragraph 3617; read:
the lock and lock area and is authorized to issue necessary(7) At Little Goose Lock and DanThe waters restricted
orders and directions, both to employees of the Governmerip all vessels, except Government vessels, are described as
or to other persons within the limits of the lock or lock area, all waters commencing at the upstream of the navigation
whether navigating the lock or not. Use of lock facilities is lock guidewall and running in a direction of 60°37" true for a

contingent upon compliance with regulations, Lock Masterdistance of 676 yards; thence 345°26' true for a distance of
instructions and the safety of people and property. 494 yards; thence 262°37'47" true to the dam embankment

(FR 5/1/06) shoreline. The downstream limits commence 512 yards
downstream and at right angles to the axis of the dam of the
south shore; thence parallel to the axis of the dam to the

(3) Entering and exit signalsSignal lights are located norlgrgzsgt}(i;gé&gns designate the restricted areas.

outside each lock gate. When the green (go) light is on, all ( )

vessels will enter in the sequence prescribed by the Lock

Master. When the red (stop) light is on, the lock is not ready

for entrance and vessels shall stand clear. In addition to the

above visual signals, the Lock Master will signal that the

lock is ready for entrance by sounding one long blast on the

lock air horn. The Lock Master will signal that the lock is

ready for exit by lighting the green exit light and sounding

one short blast on the air horn.
(FR 5/1/06)

22/06

22/06

Page 204—Paragraph 3586; read:
22/06

22/06

Page 204—Paragraph 3588; read:

(e) Permissible dimensions of vesseldominal overall
dimensions of vessels allowed in the lock chamber are 84
feet wide and 650 feet long. Depth of water in the lock de-
pends upon river levels which may vary from day to day.
Staff gauges showing the minimum water level depth over
gate sills are located inside the lock chamber near each lock
gate and outside the lock chamber near the end of both
upstream and downstream guide walls, except at Bonneville
where the staff gauges show water levels in feet above MSL
and are located on the southern guide walls at the upstream
and downstream miter gates. Bonneville's upstream sill ele-
vation is 51 feet MSL and the downstream sill elevation is -
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